
Naturcera

TECHNICAL DATA SHEET
Microcrystalline wax for adhesives

 1. Identification

Product Microcrystalline wax for adhesives

Version 3.0

Issue date 13 Mar 2025

CAS number 63231-60-7

EINECS number 264-038-1

INCI name MICROCRYSTALLINE WAX

Applications Coatings, lubricants, wood, rubber, plastic, etc.

 2. Technical data *

Parameter Method Units Specification

Colour Saybolt ASTM D156 – ≥ +5.0

Oil content ASTM D721 % ≤ 2.00

Drop melting point ASTM D127 ºC 76.70 – 87.80

Flash point ASTM D92 ºC ≥ 200

Viscosity (100 ºC) ASTM D445 mm²/s ≤ 15

Needle penetration (25 ºC) ASTM D1321 mm/10 ≤ 18

* Not all parameters could be included in CoAs.

 3. Packaging and delivery form

Pearls / Bag of 20 kg / Pallet of 1,240 kg - 1,260 kg

 4. Recommended storage conditions

Keep in a well ventilated, cool and dry place in tightly sealed unopened original containers. Avoid direct 
sunlight and heat sources. Once open, to be used immediately.

 5. Expiration date

Under normal storage conditions the product keeps perfectly well for 5 years.
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